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ASPHALOK® is a high-performance asphalt reinforcement 
geogrid engineered to enhance pavement durability and prevent 
cracking. Designed with balance tensile strength, it effectively 
distributes loads, reduces reflective cracking, and extends the 
lifespan of asphalt surfaces. Its advanced geosynthetic 
composition ensures superior adhesion and structural integrity, 
making it ideal for road rehabilitation and heavy-traffic 
applications. It reinforces asphalt layers, improving resistance to 
fatigue and thermal stresses, ultimately leading to stronger, 
longer-lasting roads. ASPHALOK® is the ultimate solution for 
reinforcing asphalt surfaces, reducing maintenance costs, and 
ensuring long-lasting road performance 
 
 Balanced Tensile Strength – Ensures uniform 

reinforcement in both directions for maximum durability. 
 Crack Mitigation Technology – Reduces reflective and 

fatigue cracking, extending pavement life. 
 High-Temperature Resistance – Withstands asphalt 

installation temperatures without compromising structural 
integrity. 

 Optimal Bonding – Coated for superior adhesion to asphalt 
layers, preventing movement during installation. 

  Load Distribution Enhancement – Improves pavement 
strength, reducing rutting and surface deformation. 
 

 
 
 

ASPHALOK® SPECIFICATIONS 
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Test 

 

AsphaLok 50 AsphaLok 60 Tolerance 
Longitudinal Tensile Strength  ASTM D6637 Min 50kN/m Min 60kN/m +10% / -0 

Transversal Tensile Strength  ASTM D6637 Min 50kN/m Min 60kN/m +10% / -0 

Aperture Size Customised 40 x 40mm or Customised ±10% 

Elongation at Break  ASTM D6637 10% 10% ±2% 

Tensile Strength @3% strain  ASTM D6637 12 kN/m --- --- 

Mass/Unit Area ASTM D 5261 270 g/m2
 290 g/m2

 ±10% 

Melting Point ASTM D 276 PP nonwoven 165²C ±1%  

Heat Resistance  ASTM D 276 255 ²C ±1%  

Asphalt Retention ASTM D6140 1.1kg/m2 --- 

Raw Material  PET Yarns with 60g PP non-woven geotextiles 

Coating  Bitumen 

Roll Dimension 4m / 5.2 m x 100m / 150m. 

All the values presented in this table are averages from standard tests. 
All data and specifications are provided based on tests performed in the manufacturers’ laboratory. 

 


