
Grow erosion away with



All the values presented in this table are averages from standard tests.
All data and specifications are provided based on tests performed in manufacturers laboratory.

GRASSLOK® SPECIFICATIONS

Properties Test Method Result
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Tensile strength, MD/CD ASTM-D4595 >3.5kN/m

Elongation MD/CD ASTM-D4595 <15%
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ic Flow rate Under 100mm 
Head  Q100

BS EN ISO-11058 ≥200sqm sec

Opening size EOS O95 ASMT D 4491 >700 microns
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Mass per unit area ASTM-D3776 365-400gsm

Thickness ASTM-D5199 5-8mm

UV Resistance ASTM-D4355
Retain >80% Tensile 

strength after 500hrs 
exposure to UV rays

Standard roll sizes 35m L x 3m W

 1300 002 779
info@earthlok.com.au

EARTHLOK.COM.AU

      GRASSLOK® is a lightweight, three-dimensional composition 
of UV stabilised, needle punched polypropylene (PP) fibres. 
It is engineered to provide an immediate permanent erosion 
solution that boosts vegetation establishment in most 
Australian environmental condition.

        GRASSLOK® is an erosion control mat for applications 
including embankments, swale drains, channels and 
wetlands where immediate or long-term erosion control is 
required along with vegetation growth.

      GRASSLOK® provides permanent 
vegetative reinforcement by allowing seeds 
to germinate and establish through the 
matting whilst protecting the 
underlying soil from erosive 
conditions including water 
flow, rain and wind.


